





































6LZ6 


g This rating is applicable when the duration of the voltage pulse 
. does not exceed 15% of one horizontal scanning cycle. In a 
525-line, 30-frame system, 15% of one scanning cycle is 10 ms. 
h In horizontal-deflection-amplifier service, a positive voltage should 
be applied to grid No. 3 to reduce interference from “snivels”, 
which may occur in both vhf and uhf television receivers, and to 
increase power output. A typical value is 30V. 
j An adequate bias resistor or other means is required to protect the 
tube in the absence of excitation. 

k Total continuous or accumulated time not to exceed 40 seconds. 

TERMINAL DIAGRAM - JEDEC 9QL (Bottom View) 


Pin 1 - Grid No. 2 
Pin 2 - Grid No. 1 K 
Pin 3 - Cathode 
Pin 4 - Heater G ( 

.Pin 5 - Heater 



Pin 6 - Grid No. 1 
Pin 7 - Grid No. 2 
Pin 8 - Grid No. 3 
Pin 9 - Do Not Use 
Top Cap - Plate 
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DIMENSIONAL OUTLINE - JEDEC No. 12-117 



DIMENSION 

INCHES 

MILLIMETERS 

Min. 

Max. 

Min. 

Max. 

A 

1.438* 

1.562 

36.6* 

39.6 

C 


4.380 

95.3 

111.25 

D 

3.750 

4.000 

95.3 

101.6 


MILLIMETER DIMENSION DERIVED FROM INCH DIMENSION 


'Applies to the minimum diameter except in the area of the seal. 
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